
Sideshifting fork positioner
integral sideshift (via valve), bolt-on forks 

RZV-G

The sideshifting fork positioner type RZV-G uses stable tube guides for fork positioning. The simple
design offers reliability and excellent operator visibility. The valve sideshift is depending on fork position. 

Includes hoses and couplings
2 hydraulic functions required
Clamping of goods not allowed / possible

Load backrest see accessories
Includes bolt-on forks
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RZV 25 G 1,5-2,5 2500/500 II

980
1000
1040
1100
1150
1200
1350

490-1060
490-1080
490-1120
490-1180
490-1230
490-1280
490-1430

120x40x1200 126

220
220
218
216
215
215
213

229
230
239
244
252
257
268

RZV 30 G 3,0-3,2 3000/500 III

1040
1100
1150
1200
1350

490-1120
490-1180
490-1230
490-1280
490-1430

125x45x1200 138

210
208
205
204
203

290
297
305
312
320

RZV 35 G 3,5 3500/500 III

1100
1150
1200
1350

490-1180
490-1230
490-1280
490-1430

140x50x1200 138

224
222
221
218

341
345
349
360

RZV 45 G 4,5-5/600 5000/600 III

1150
1200
1250
1300
1350
1450
1550

490-1230
490-1280
490-1330
490-1380
490-1430
490-1530
490-1630

150x60x1200 153

228
227
226
226
225
223
220

4435
339
443
447
450
458
465

RZV 50 G 4,5-5,0/600 5000/600 IV
1250
1350
1450

490-1330
490-1430
490-1530

150x60x1200 160
231
228
225

527
536
545

RZV 60 G 5-6,0 6000/600 IV 1460
1860

560-1560
560-1960 150x70x1200 165 185

180
745
810

RZV 80 G 7,0-8,0/600 8000/600 IV

1800
1860
2000
2060
2260
2400

560-1900
560-1960
560-2100
560-2160
560-2360
560-2500

200x70x1200 165

189
189
187
186
183
179

875
890
920
930
980

1030

RZV 100 G 8,0/900 8000/900 IV
2060
2260
2400

560-2160
560-2360
560-2500

200x80x1200 190
180
175
172

1120
1180
1210

RZV 110 G 9,0/900-8,0/1100 8000/1100 IV
2060
2260
2400

560-2160
560-2360
560-2500

200x80x1200 192
190
185
182

1186
1242
1272


